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LM-79-19 Test Report

For

LED One Corporation

12437 Bellegrave Ave, Eastvale, CA 91752

Parking Garage Luminaires

Model Name(s):
LOC-13SQCP-MW(25/50/75/100)MCCT(30/40/50)

Representative (Tested) Model:
LOC-13SQCP-MW(25/50/75/100)MCCT(30/40/50)(Setting=3000K)
LOC-13SQCP-MW(25/50/75/100)MCCT(30/40/50)(Setting=4000K)
LOC-13SQCP-MW(25/50/75/100)MCCT(30/40/50)(Setting=5000K)

Model Difference:
N/A

Prepared by: Reviewed by:

74 / ah Wom j Vincent Suan

Engineer: Alan Wang Technical Lead: Vincent Yuan
Date: 2024-07-30 Issue Date: 2024-08-02
Revised Date: N/A

Note: 1. The results contained in this report pertain only to the tested samples.
2. This report shall not be reproduced, no limited part or full, without approval of Dongguan New Testing Centre Co., Ltd

3. This report must not be used by the client to claim product certification, approval, or endorsement by NVLAP, NIST or any agency of the U.S. Government.

Laboratory: Dongguan New Testing Centre Co., Ltd
Address: 3F, No. 1 the 1% North Industry Road, Songshan Lake Science & Technology Park, Dongguan, Guangdong, China
Tel: 86-769-22212079
Website: http://www.ntc-cert.com
Page 1 of 18



Ny
N T C Report No.: NTCLR24070490

Product Service NVLAP LAB CODE 600150-0 Report Version: V1.6

Client Information:

Applicant Name: | LED One Corporation
Brand Name: | LEDone
Manufacturer Name: | LED One Corporation.
Manufacturer Address: | 12437 Bellegrave Ave, Eastvale, CA 91752
Product Information:
Model Number: | LOC-13SQCP-MW/(25/50/75/100)MCCT(30/40/50)
Product Type: | Parking Garage Luminaires
Rating Input: | 120-277Vac, 50/60Hz, 25W/50W/75W/100W (Power adjustable)
Declared CCT: | 3000K/4000K/5000K(Color Tunable)
LED Manufacturer: | Bridgelux Inc.
BXEN-30E-13H-9C1
BXEN-50E-13H-9C1
LED Quantity: | 520
LED Driver Manufacturer: | SHENZHEN SOSENJELECTRONICS CO.,LTD
LED Driver Model: | SS-120NH-E260BH

Test Information:

LED Model:

Total Spectral Radiant Flux Standard Lamp, trace to NIST.
Standard Lamp: | 1. D908S for Gonio, luminous uncertainty 3.14%
2. D215S for Integrating Sphere, luminous uncertainty 2.86%, CCT uncertainty 3K
Date of Receipt Samples: | 2024-07-19
Quantity of Receipt Samples: | 1 pc
Sample Number: | 240719003-S1
Test Representation: | N/A

Laboratory Information:

Test Laboratory: | Dongguan New Testing Centre Co., Ltd
3F, No. 1 the 1*' North Industry Road, Songshan Lake Science & Technology Park,

Laboratory Address: .
Dongguan, Guangdong, China

Laboratory Contact Name: | Neil Zhong

Laboratory Contact E-mail: | Neil zhong@ntc-cert.com

Report Information:
Test Report Form: | LM-79 TRF V1.6
Issued Date of Test Report: | 2024-08-02
Revised Date of Test Report: | N/A
Test Report No.: | NTCLR24070490
Remark (If applicable): | N/A

Laboratory: Dongguan New Testing Centre Co., Ltd
Address: 3F, No. 1 the 1% North Industry Road, Songshan Lake Science & Technology Park, Dongguan, Guangdong, China
Tel: 86-769-22212079
Website: http://www.ntc-cert.com
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Product Service NVLAP LAB CODE 600150-0 Report Version: V1.6

Test Specification:

Date of Test 2024-07-25

Test Item Total Luminous Flux

Luminous Distribution Intensity
Luminous Efficacy

Correlated Color Temperature
Color Rendering Index
Chromaticity Coordinate
Fidelity Index

Gamut Index

. Local Chroma Shift

10. THD and PF

© 0 N o~ wDhPRE

Reference Standard ANSI/IES LM-79:2019 Optical and Electrical Measurements of Solid-State Lighting
Products — Chromaticity Uniformity Measurements

ANSI C78.377-2017 Specifications for the Chromaticity of Solid State Lighting Products
CIE 13.3-1995 Method of Measuring and Specifying Color Rendering Properties of Light
Sources

CIE 15-2018 Technical Report Colorimetry

ANSI IES TM-30-18 IES Method for Evaluating Light Source Color Rendition

IES TM-15-11 Luminaire Classification System for Outdoor Luminaires

Addendum A for IES TM-15-11 Backlight, Uplight, and Glare (BUG) Ratings

ANSI C82.77-10:2020 Harmonic Emission Limits — Related Power Quality Requirements
for Lighting Equipment — Solid State

Test Methods:

1. Photometric and Electrical Measurements — Light Distribution Method:

Photometric parameters were measured using the goniophotometer and software. The ambient temperature shall be

maintained at 25 °C + 1°C, measured at a point not more than 1 m from the sample and at the same height as the sample.

The sample was operated at required Voltage and Frequency. It was stabilized before measurement was made. Luminous
Flux, Luminaire Efficacy and Zonal Lumen were calculated from the software taken at 1° vertical intervals and 15°

horizonal intervals.

2. Photometric and Electrical Measurements — Integrating Sphere Method:

Photometric parameters were measured using an integrating sphere, as spectroradiometer and software. The ambient
temperature condition inside the sphere was measured at 25 °C+ 1°C. The sample measurements were made using a
spectroradiometer connected by a fiber optic cable and detector through the detector port of the integrating sphere. The
sample was operated at require Voltage and Frequency. It was stabilized before measurement was made. Chromaticity
Coordinates, Correlated Color Temperature and Color Rendering Index were calculated from the spectral radiant flux

measurements taken at least 1 nm intervals over the rage of 380 to 780 nm.

3. THD and PF Measurements:
The sample was tested according to the ANSI C82.77, the sample was operated at requirement Voltage and Frequency,

and was stabilized before measurement. The Total Harmonic Distortion was calculated from the Digital Power Meter.

Laboratory: Dongguan New Testing Centre Co., Ltd
Address: 3F, No. 1 the 1% North Industry Road, Songshan Lake Science & Technology Park, Dongguan, Guangdong, China
Tel: 86-769-22212079
Website: http://www.ntc-cert.com
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Product Service

Integrating Sphere Test Results:

Test Condition:
254 41.0 Face Down 90 10
Electrical Data:
3000K 120.0 60 0.8570 101.8 0.9899
4000K 120.0 60 0.8292 98.73 0.9922
5000K 120.0 60 0.8440 100.4 0.9913
Output Data:
3000K 12469 122.49
4000K 14091 142.72
5000K 13601 135.47
Color Data:

3000K 3043 854 | 18 85 98 -11 (0.4311, 0.3971) | (0.2498,0.5178) | -0.0020
4000K 4087 86.9 | 27 86 97 -11 (0.3753, 0.3687) | (0.2249, 0.4972) | -0.0023
5000K 5073 84.8 | 15 96 84 -12 (0.3433,0.3531) | (0.2096, 0.4852) | 0.0015

Specify Color Rendering:

3000K 8 | 93 | 96 | 84 | 85 | 92 | 84 | 64 18 84 85 75 87 99 78
4000K 87 | 94 | 96 | 8 | 8 | 89 | &7 | 70 | 27 84 85 64 89 98 82
5000K 8 | 90 | 94 | 84 | 84 | 86 | 87 | 69 15 76 84 62 86 97 79

Laboratory: Dongguan New Testing Centre Co., Ltd
Address: 3F, No. 1 the 1% North Industry Road, Songshan Lake Science & Technology Park, Dongguan, Guangdong, China
Tel: 86-769-22212079
Website: http://www.ntc-cert.com
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Spectrum Diagram:
CCT Setting=3000K CCT Setting=4000K

0.0+ B
380 580 580
Wavelength (nm) Wavelength (nm)

CCT Setting=5000K

0.0+
380 580

Wavelength (nm)

Laboratory: Dongguan New Testing Centre Co., Ltd
Address: 3F, No. 1 the 1% North Industry Road, Songshan Lake Science & Technology Park, Dongguan, Guangdong, China
Tel: 86-769-22212079
Website: http://www.ntc-cert.com
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1IES TM-30-18 Color Rendition Result (CCT Setting=3000K):
ANSI/IES TM-30-18 Color Rendition Report

Source: BXEN-30E-13H-9C1 Manufacturer: LED One Corporation
Date: 2024/7/25 Model:  LOC-13SQCP-MW(25/50/75/100) MCCT (30/40/50)
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Colors are for visual orientation purposes only. Created with the ANSI/IES TM-30-18 Calculator Version 2. 00.

Laboratory: Dongguan New Testing Centre Co., Ltd
Address: 3F, No. 1 the 15t North Industry Road, Songshan Lake Science & Technology Park, Dongguan, Guangdong, China
Tel: 86-769-22212079
Website: http://www.ntc-cert.com
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N T C Report No.: NTCLR24070490

Product Service NVLAP LAB CODE 600150-0 Report Version: V1.6

Spectrum Data (CCT Setting=3000K):

(=1 [=] [=] (=] (=] (=] (o) (=] (o] [o) (=] (e} (]

(=] [=]] (=] (=] (o] (o] (o] (o) (o] (o) (o) (o] (o) (o) (o) (o) (a) (e] (o) (a) () (a) (] [a) [a) (el [a) () [e) (o) (e) () [w) () ()

0

0

0. .

0. 0.

0.9701 0.2628 0.032
0.9645 0.2552 0.031
0.9564 0.2482 0. 0304
0.9485 0. 2406 0.0292
0.9414 0.2335 0. 0285
0.9336 0.2268 0.0275
0.9242 0.2203 0. 0266
0.9166 0.2135 0. 0257
0.9072 0.2074 0.025
0.8976 0.201 0.0243
0.8865 0.1948 0. 0236
0.876 0.1892 0.0228
0.8672 0.1833 0.0221
0.8554 0.1774 0.0214
0.8443 0.1724 0.0207
0.833 0.1671 0.0201
0.8214 0.1622 0.0194
0.8104 0. 1566 0.0189
0.7983 0.1521 0.0183
0. 7867 0. 1475 0.0178
0.7751 0. 1425 0.0171
0.7629 0.1382 0.0166
0.751 0.1334 0.0161
0.7379 0.1297 0.0157
0.7257 0.1251 0.0152
0.7137 0.1216 0.0146
0.7021 0.1178 0.0143
0. 6894 0.1145 0.0137
0.6769 0.1103 0.0133
0.6652 0.1072 0.0129
0.653 0.1044 0.0125
0.6401 0.1011

Laboratory: Dongguan New Testing Centre Co., Ltd
Address: 3F, No. 1 the 1% North Industry Road, Songshan Lake Science & Technology Park, Dongguan, Guangdong, China
Tel: 86-769-22212079
Website: http://www.ntc-cert.com
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Product Service NVLAP LAB CODE 600150-0 Report Version: V1.6

1IES TM-30-18 Color Rendition Result (CCT Setting=4000K):
ANSI/IES TM-30-18 Color Rendition Report

Source: BXEN-30E-13H-9C1 BXEN-50E-13H-9C1 Manufacturer: LED One Corporation

Date: 2024/7/25 Model:  LOC-13SQCP-MW(25/50/75/100)MCCT (30/40/50)
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Notes: This is a recommended method for X 0. 3752
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displaying ANSI/IES TM-30-18
; } 0. 3686 (CRT)
information.
o 0.2249 R, 87
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Colors are for visual orientation purposes only. Created with the ANSI/IES TM-30-18 Calculator Version 2. 00.

Laboratory: Dongguan New Testing Centre Co., Ltd
Address: 3F, No. 1 the 15t North Industry Road, Songshan Lake Science & Technology Park, Dongguan, Guangdong, China
Tel: 86-769-22212079
Website: http://www.ntc-cert.com
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NVIAD
N T C Report No.: NTCLR24070490

Product Service NVLAP LAB CODE 600150-0 Report Version: V1.6

Spectrum Data (CCT Setting=4000K):

0
0
0
0
0
0
0. 0
0. 0
0. 0
0. 0
0.3329 0. 046
0.3259 0. 0445
0.3175 0.0433
0.3092 0.0417
0.302 0. 0405
0.2948 0.0391
0.2873 0.0381
0.2795 0.0368
0.2727 0. 0356
0.2652 0.0345
0. 2586 0.0333
0.2515 0.0323
0.2448 0.0313
0.2385 0.0303
0.2319 0.0294
0.2256 0. 0285
0.2191 0.0276
0.2134 0. 0266
0.2072 0.0258
0.2016 0.025
0. 1959 0.0243
0.1903 0.0236
0.7038 0.185 0.0228
0.698 0.1796 0.0222
0.6929 0.1747 0.0215
0. 6863 0.169 0. 0209
0.6797 0.1647 0.0202
0.6724 0.1596 0.0195
0. 6659 0.1551 0.0191
0.6588 0.1508 0.0184
0.6509 0. 1463 0.0178
0.6442 0.1417 0.0171
0.6363 0.1379 0.0168
0.6285 0.1336 0.0162
0.6198 0.1294 0.0159
0.6105 0. 1255 0.0154
0.6039 0.1218 0.0149
0.595 0.1179 0.0143
0.586 0.1144 0.0139
0.5768 0.1108 0.0134
0. 5682 0.1074 0.013
0.5599 0.1039 0.0126
0. 5506 0.1009 0.0121
0.5415 0.0978 0.0118
0.5328 0. 0946 0.0114
0.5235 0.0916 0.0111
0.5147 0. 0887 0.0107
0.5051 0.0861 0.0104
0.4963 0.0831 0.0101
0.4879 0. 0805 0.0098
0.4791 0.0781 0. 0095
0. 4697 0.0758 0.0092
0.4607 0.0735 0. 0089
0.4527 0.0713 0. 0085
0.4437 0. 0692 0. 0084
0.4341 0. 067

Laboratory: Dongguan New Testing Centre Co., Ltd
Address: 3F, No. 1 the 1% North Industry Road, Songshan Lake Science & Technology Park, Dongguan, Guangdong, China
Tel: 86-769-22212079
Website: http://www.ntc-cert.com
Page 9 of 18



NTC v

Product Service NVLAP LAB CODE 600150-0 Report Version: V1.6

1IES TM-30-18 Color Rendition Result (CCT Setting=5000K):
ANSI/IES TM-30-18 Color Rendition Report

Source: BXEN-50E-13H-9C1 Manufacturer: LED One Corporation
Date: 2024/7/25 Model: LOC-13SQCP-MW (25/50/75/100) MCCT (30/40/50)
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Colors are for visual orientation purposes only. Created with the ANSI/IES TM-30-18 Calculator Version 2. 00.

Laboratory: Dongguan New Testing Centre Co., Ltd
Address: 3F, No. 1 the 15t North Industry Road, Songshan Lake Science & Technology Park, Dongguan, Guangdong, China
Tel: 86-769-22212079
Website: http://www.ntc-cert.com
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N T C Report No.: NTCLR24070490

Product Service NVLAP LAB CODE 600150-0 Report Version: V1.6

Spectrum Data (CCT Setting=5000K):

0. 0.
0. 0.
0. 0.
0. 0.
0. 0.
0. 0. 0.
0. 0. 0.
0. 0. 0.
0. 0. 0.
0. 0. 0.
0. 0. 0.
0. 0. 0.
0. 0. 0.
0. 0. 0.0276
0. 0. 0.0268
0. 0. 0.026
0. 0. 0.0252
0. 0. 0.0242
0. 0. 0.0235
0. 0. 0.0229
0. 0. 0.0221
0. 0. 0.0213
0.5307 0.1618 0.0207
0. 0.5279 0.1571 0.0201
0. 0.525 0.1528 0.0195
0. 0.5229 0. 1489 0.0188
0. 0.5186 0.1446 0.0182
0. 0.5156 0. 1403 0.0176
0. 0.5113 0.1368 0.0171
0. 0.5069 0.1325 0.0165
0. 0.503 0. 1289 0.016
0. 0.498 0. 1255 0.0155
0. 0.494 0.1217 0.0151
0. 0. 489 0.1181 0.0146
0. 0.4834 0.1147 0.0143
0. 0.4787 0.1115 0.0137
0. 0.4734 0.108 0.0134
0. 0. 4675 0.1053 0.0129
0. 0.4613 0.102 0.0126
0. 0.4556 0. 099 0.0122
0.4495 0.0961 0.0118
0.4433 0. 0933 0.0115
0.4375 0. 0906 0.0111
0.4314 0. 0879 0.0108
0.426 0.0852 0.0105
0.4189 0. 0826 0.0102
0.412 0.08 0. 0098
0. 4064 0.0777 0. 0096
0.3993 0.0753 0.0092
0.3926 0.073 0. 0089
0.386 0.0708 0. 0087
0.3796 0. 0685 0. 0084
0.3732 0. 0663 0.0081
0. 3664 0. 0644 0. 0078
0.3604 0.0623 0.0077
0.3537 0. 0604 0.0074
0. 347 0. 0583 0.0072
0.3405 0. 0564 0.007
0.3337 0. 0548 0. 0067
0.3274 0.053 0. 0066
0.3217 0.0513 0. 0063
0.3152 0. 0499 0. 0061
0. 3086 0.0483 0. 0059
0.3024 0. 0468 0. 0057
0.2968 0. 0454 0. 0056
0.2907 0.044 0. 0054
0. 2839 0. 0428

Laboratory: Dongguan New Testing Centre Co., Ltd
Address: 3F, No. 1 the 1% North Industry Road, Songshan Lake Science & Technology Park, Dongguan, Guangdong, China
Tel: 86-769-22212079
Website: http://www.ntc-cert.com
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Goniophotemeter Test Results (CCT Setting=3000K):
Test Condition:

254 41.0 Face Down 90 25
Electrical Data:

120.0 60 0.8554 101.6 0.9898

Goniophotometer Data:

12361
121.66
29.3%
12.3%
154.5
B3-U3-G3
2495

Luminous Intensity Distribution Diagram:

LUMINOUS INTENSITY DISTRIBUTION DIAGRAM

-/+180
=150 150

=120 120

90

— C0/180,154.3
— C90/270,154.6

0
AVERAGE BEAM ANGLE (50%) :154.5 DEG

Laboratory: Dongguan New Testing Centre Co., Ltd
Address: 3F, No. 1 the 1% North Industry Road, Songshan Lake Science & Technology Park, Dongguan, Guangdong, China
Tel: 86-769-22212079
Website: http://www.ntc-cert.com
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Zonal Flux Diagram:

ZONAL FLUX DIAGRAM:

T co cas < cL38 c180 ca2s caro cans T & zone & total Alum, lang
10 2501 2492 2409 2498 2506 2306 2308 2300 - 10 238.3 230.3 |1.93,1.93
20 2510 2496 2502 2506 2519 2518 2528 2525 10- 20 1.3 949.8 7.68,7.68
0 2443 2435 2444 2458 2463 2460 2457 2447 20- 30 1156 2108 17,17
40 2414 2391 2388 2404 2415 2440 2466 2461 30~ 40 1508 3618 29.2,29.2
50 2449 2486 2490 2471 24%0 2491 2488 2449 40- 50 1932 3547 44.9,44.9
60 2234 2270 2258 2243 2269 2267 2278 2246 50- 60 2090 7637 61.8,61.8
70 17 1927 1860 1961 1887 1943 1003 1874 $0- 70 2102 9738 |70.8.70.8
.0 a19.4 *81.0 1014 952.2 1016 4.0 937.2 134 T0- 80 1518 11256 (91.1,91.1
0 148.3 157.0 161.3 184.0 183.0 169.4 135.8 146.1 80— 950 533.7 11790 95.4,95.4
100 210.8 157.6 12.30 162.4 205.8 161.9 10.74 158.2 20=-100 173.4 11963 96.8,96.8
110 163.3 59.31 173.7 58.31 161.2 534,45 168.4 58.28 100-110 154.3 12118 98,98
120 13.81 129.9 171.% 121.1 20.25 118.4 166.3 122.9% 110-120 113.5 12231 ”,
130 53.3¢ 51.83 70.93 52.31 58.08 47.32 §7.20 47.15 120-130 70.33 12302 $9.3,99.5
140 3.43 34.95 31.45 36.06 32.17 32.17 28.06 n.mn 130-140 31.29 12333  [99.8,99.8
150 24.84 23.10 25.74 23.06 24.07 20.43 13.9% 19.83 140-150 16.83 12350 99.9,99.%
160 13.07 11.20 15.67 10.74 13.07 2.T12 10.62 2.447 150-160 T.545 12357 100,100
170 0.173 10.81 9.038 10.18 7.410 T.736 9.992 10.73 160-170 2.334 12360 100,100
180 7.997 10.17 11.3% 10.65 e.120 $.010 9.794 ..076 170-180 | 0.9060 12361 100,100
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Laboratory: Dongguan New Testing Centre Co., Ltd
Address: 3F, No. 1 the 1% North Industry Road, Songshan Lake Science & Technology Park, Dongguan, Guangdong, China
Tel: 86-769-22212079
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TESTING
NVLAP LAB CODE 600150-0

Report No.: NTCLR24070490
Report Version: V1.6

Product Service

BUG Rating:

Luminaire Lumens Uphight

277d

2054

1385
100 B95 10C
a0 a0
a0 a0

&0 &0
a0 a0

Back 1] Front
LCS Fone Lumens ZLamp %l um
FL [0-30] 1050.3 M A, H.h
Fid  [30-60) 20023 M o, 223
FH [B0O-30] 16825.2 M A, 14.8
FH [80-30] 2764 M A, s
BL [0-30] 1055.8 M o, 0.5
Br  [E0-60] 202 M A, 220
BEH [R0O-30] 1734.5 M A, 14.5
B'H [80-30] 2573 M A, 2.1
UL [90-100]  173.4 M o, 1.4
LH [100-180] 3375 I, d.2
T otal 123609 M A, 100.0
BUG Rating B3-U3-G3

Laboratory: Dongguan New Testing Centre Co., Ltd
Address: 3F, No. 1 the 1% North Industry Road, Songshan Lake Science & Technology Park, Dongguan, Guangdong, China
Tel: 86-769-22212079
Website: http://www.ntc-cert.com
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Report No.: NTCLR24070490

TESTING :
Product Service NVLAP LAB CODE 600150-0 Report Version: V1.6
Luminous Distribution Intensity Data:
Table--1 UNIT: cd
C (DEG)
y (DEGY (] 22.5 45 67.5 90 (112.5| 135 (157.5| 180 |202.5| 225 (247.5| 270 |292.5| 315 [337.5
] 2495 | 2495 | 2495 | 2495 | 2495 | 2495 | 2495 | 2495 [ 2495 | 2495 | 2495 | 2495 | 2495 | 2495 | 2495 | 2495
5 2496 | 2489 | 2492 | 2495 | 2493 | 2500 | 2495 | 2498 | 2492 | 2499 | 2496 | 2505 | 2498 | 2504 | 2502 | 2498
10 2501 | 2495 | 2492 | 2494 | 2489 | 2500 | 2498 | 2502 | 2506 | 2505 | 2506 | 2514 | 2508 | 2513 | 2508 | 2509
15 2504 | 2501 | 2495 | 2498 | 2496 | 2502 | 2503 | 2508 | 2509 | 2511 | 2515 | 2525 | 2521 | 2524 | 2521 | 2520
20 2510 | 2500 | 2496 | 2504 | 2502 | 2506 | 2506 | 2512 [ 2519 | 2517 | 2518 | 2531 | 2528 | 2529 | 2525 | 2523
25 2507 | 2499 | 2491 | 2500 | 2503 | 2512 | 2505 | 2507 [ 2516 | 2519 | 2516 | 2523 | 2518 | 2516 | 2515 | 2503
30 2443 | 2437 | 2435 | 2445 | 2444 | 2451 | 2458 | 2454 [ 2463 | 2462 | 2460 | 2465 | 2457 | 2453 | 2447 | 2441
35 2373 | 2358 | 2363 | 2373 | 2377 | 2378 | 2384 | 2391 [ 2398 | 2396 | 2395 | 2400 | 2400 | 2390 | 2392 | 2375
40 2414 | 2404 | 2391 | 2388 | 2385 | 2380 | 2404 | 2404 [ 2415 | 2424 | 2440 | 2460 | 2466 | 2466 | 2461 | 2440
45 2508 | 2510 | 2504 | 2494 | 2480 | 2481 | 2485 | 2491 [ 2502 | 2539 | 2559 | 2558 | 2547 | 2546 | 2556 | 2551
50 2449 | 2452 | 2486 | 2493 | 2490 | 2475 | 2471 | 2463 | 2490 | 2488 | 2491 | 2488 | 2488 | 2465 | 2469 | 2454
55 2275 | 2280 | 2310 | 2332 | 2330 | 2330 | 2318 | 2313 | 2327 | 2314 | 2328 | 2331 | 2318 | 2299 | 2292 | 2278
60 2234 | 2254 | 2270 | 2305 | 2258 | 2283 | 2243 | 2310 | 2269 | 2307 | 2267 | 2289 | 2278 | 2275 | 2246 | 2239
65 2103 | 2132 | 2141 | 2194 | 2175 | 2177 | 2165 | 2178 | 2165 | 2172 | 2154 | 2163 | 2134 | 2145 | 2112 | 2119
70 1771 | 1813|1927 | 1899 | 1860 | 1937 | 1961 | 1923 (1887 | 1916 | 1943 | 1877 | 1805 | 1805 | 1874 | 1785
75 1399 | 1437 | 1475 | 1486 | 1492 | 1532 | 1557 | 1510 [ 1508 | 1504 | 1502 | 1464 | 1430 | 1423 ( 1376 | 1402
B8O 879 898 982 | 1014 | 1024 | 952 | 1020|1016 | 9350 894 941 937 899 813 861
85 379 409 485 | 504 | 537 509 521 512 | 512 | 470 470 421 422 386 396
20 148 166 174 | 161 | 188 | 184 199 183 | 193 169 169 136 | 158 146 166
95 188 195 180 | 161 | 178 | 159 181 168 | 183 158 178 164 193 169 198
100 211 204 55.8(12.3|22.9| 162 | 205 206 | 206 162 (50.6|10.7 |31.8| 158 203
105 188 178 168 187 166 (93.5( 182 190 1B0 (B5.8B( 165 180 163 |B5.5| 178
110 164 119 169 | 174 | 169 |58.3 | 130 161 | 123 |[54.4| 165 168 | 166 (58.3| 128
115 73.1|30.5 193 197 188 (B9.5(39.0(83.6|35.5|85.1| 183 187 189 | 99.4 | 28.5
120 13.8(25.2 161 | 171 | 158 | 121 |22.5|20.3|18.9( 118 153 166 | 154 123 (21.9
125 44 .6 |59.1 106 120 105 (78.0(55.7(31.1|50.7|73.4| 106 117 105 | 72.3 | 54.7
130 55.4 |54.4 57.4|70.9|58.9|52.3(59.2|58.1|58.3|47.3(57.3|67.2|56.4|47.1|52.1
135 41.5(39.8 39.6(37.8(39.2|42.8(42.2|43.1|39.8|39.1(35.0(33.3|34.1|38.5]|37.0
140 33.4|32.8 30.9(31.4(31.1|36.1(34.3|32.2|31.3|32.2(28.8(28.1|27.9|31.8|30.1
145 29.0|27.4 26.4(27.1(27.0|28.2(28.1|28.1|26.6|27.6(23.7|23.8|24.0|25.9|25.0
150 24.8|22.8 19.9(25.7(21.8(23.1(23.3|24.1|22.5|20.4(14.0(14.0|10.5|19.8|19.7
155 19.0(17.4 19.3|16.6|19.4|16.8(18.0|19.9|18.0|14.6(13.5|15.2 |15.7|13.8|15.2
160 13.111.2 14.6 |15.7 (14.3|10.7(12.7|13.1|12.2|9.71(8.24 (10.6 |10.2|9.45|8.91
165 8.41 [8.02 9.60|9.33|/8.96|9.24(7.00|8.17 | 6.81 |6.43(6.95|7.37 |6.83|7.29|7.58
170 8.18 |7.89 10.1 | 9.04 [8.94 |10.2 (6.62|7.41|8.11|7.74(9.95|9.99|10.2|10.7|9.41
175 8.12 |8.21 10.6 |11.4 (9.63|10.7(7.29|8.00|8.15|8.11(10.1|10.1|11.5|10.2|10.8
180 7.94 |8.02 9.81|11.4(8.97|10.7(7.29|8.12|8.02|8.02(10.3|9.79|11.4|8.88|10.7

Laboratory: Dongguan New Testing Centre Co., Ltd
Address: 3F, No. 1 the 1% North Industry Road, Songshan Lake Science & Technology Park, Dongguan, Guangdong, China
Tel: 86-769-22212079
Website: http://www.ntc-cert.com
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Product Service

N

TESTING
NVLAP LAB CODE 600150-0

THD and PF Measurement Test Results:

Electrical Measurement:

Report No.: NTCLR24070490
Report Version: V1.6

120.0 60 0.8554 101.6 0.9898 431
3000K

277.0 60 0.3849 99.53 0.9336 10.42

120.0 60 0.8292 98.73 0.9922 4.05
4000K

277.0 60 0.3733 96.72 0.9354 10.12

120.0 60 0.8440 100.4 0.9913 4.24
5000K

277.0 60 0.3798 98.34 0.9347 10.27

Laboratory: Dongguan New Testing Centre Co., Ltd
Address: 3F, No. 1 the 1% North Industry Road, Songshan Lake Science & Technology Park, Dongguan, Guangdong, China

Tel: 86-769-22212079

Website: http://www.ntc-cert.com
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Product Service NVLAP LAB CODE 600150-0 Report Version: V1.6

Photo of Sample:
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Laboratory: Dongguan New Testing Centre Co., Ltd
Address: 3F, No. 1 the 15t North Industry Road, Songshan Lake Science & Technology Park, Dongguan, Guangdong, China
Tel: 86-769-22212079
Website: http://www.ntc-cert.com
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Product Service

Equipment List:

N

TESTING
NVLAP LAB CODE 600150-0

Report No.: NTCLR24070490

Report Version: V1.6

NTC-F01-001 Goniophotometer System 2023-11-08 2024-11-07
NTC-FO1-006 2.0 meter Integrating Sphere 2023-11-08 2024-11-07
NTC-F01-012 Standard Lamp 2023-11-02 2024-11-01
NTC-F01-013 Standard Lamp 2023-11-02 2024-11-01
NTC-F01-031 Digital Power Meter 20230825 2024-08-24
NTC-F01-020 Temperature & Humidity Meter 2023-11-06 2024-11-05

**********End Of Report**********

Laboratory: Dongguan New Testing Centre Co., Ltd
Address: 3F, No. 1 the 1% North Industry Road, Songshan Lake Science & Technology Park, Dongguan, Guangdong, China

Tel: 86-769-22212079
Website: http://www.ntc-cert.com
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