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LOC-4RUTD-9WMCCT(27/30/35/40/50) & LOC-6RUTD-12WMCCT(27/30/35/40/50) Installation Guide 

SAFETY INSTRUCTIONS: Read instructions carefully before attempting to install fixture. 

• Read all instructions before installing fixtures. Retain for future reference. 

• All wiring should be performed by a qualified electrician. 

• Disconnect power before installing or servicing. This fixture must be wired in accordance with the National Electrical Code and applicable local 

codes and ordinances. 

• Proper grounding is required to ensure personal safety. 

CAUTION: Risk of fire 

• WARNING: Make certain power is OFF before installing or maintaining fixture. No user serviceable parts inside. Indoor installation only! 

• WARNING: Do NOT modify this fixture. Any modifications may render the product unsafe and void warranty 

• WARNING: Suitable for wet locations. 

• WARNING: To prevent electrical shock, please wear rubber shoes and work gloves when installing this fixture. 

• WARNING: This fixture is not intended for use with an emergency exit. 

• WARNING: To prevent wiring damage or abrasion, do not expose wiring to edges of sheet metal or other sharp objects. 

CLEANING & MAINTENANCE: 

CAUTION: Be sure the fixture temperature is cool enough to touch. Do NOT clean or maintain while the fixture is energized. 

1. Clean lens with non-abrasive cleaning solution. 

2. Do NOT open fixture to clean the LED. Do NOT touch the LED. 

Note: These instructions do not cover all details or variation in equipment, nor do they provide for every possible situation during installation, operation or maintenance.  

DIMMER RECOMMENDATION: 

This unit may operate on other dimmers we haven’t tested with. (Input 120V 60Hz) 

• Leviton: 6672, RNL06, IPL06, DSL06, 6674 

• Lutron: TG-600PR-WH, S-600PR-WH, CTCL-153PDH-WH, TGCL-153PH-LA, SLV-600P-AL, DV-600PR-WH, SCL-153PH-WH, GT-600P, DVCL-153P, 

MSCL-OP153M, PD-6WCL, MACL-153M//MA-R 

INSTALLATION: 

1. Turn off the power before installation. Remove the existing fixture 

if applicable. Determine the location and necessary hole cutout 

diameter using the supplied table. Cut the ceiling hole with the 

listed approximate diameter. (Fig. 1) 

 

 

 

2. Open the J-box cover and remove the appropriate knockout(s) on 

the side panel. Install the appropriate cable clamps (not included). 

Insert the electrical supply cable through the cable clamp. Connect 

the wires to the fixture wires by using 3 connectors. Attach white 

to white, black to black and copper to the ground wire. (Fig. 2) 
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3. Insert the J-box through the mounting hole and secure it. Connect 

the fixture power cable to the J-box. Select the lamp color desired 

with the CCT switch at the front of the fixture. (Fig. 3) 

 

 

 

 

 

 

4. Push the spring-loaded clips into the mounting hole upwards and 

insert the fixture into it. Release the clips and the fixture will be 

pulled flush to the ceiling. (Fig. 4) 

 

 

 

 

 

 

5. Turn on the power after installation, check to make sure the 

fixture is installed correctly. (Fig. 5) 

 

 


