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Date: _______________ Location: _____________________________________ 

Product: ___________________Project: ________________________________ 

Quantity: _____________Catalog #: ____________________________________ 

FEATURES 

• Default Wattage: 50W 

• Default CCT: 5,000K 

• Built-in sensor base 

• IP20 rated 

• ABS endcaps design for easy 

install/removal of lens 

• 50,000 hours lifetime 

 

 SUITABLE APPLICATIONS 

• Parking Lots 

• Supermarkets 

• Corridors 

• Retail Spaces 

• Warehouses 

 

 

CONSTRUCTION: 
SPCC housing with matte white finish. PC lens.  

OPTICAL SYSTEM: 
Bridgelux 2835 LED chips. Frosted lens. 120° beam 
angle.  

WARRANTY:  
5-year limited warranty. Actual performance may 
differ as a result of end-user environment and 
application. 

ELECTRICAL: 
Available as 120-277V input.  

Working Temperature: -20°C to 45°C, -4°F to 113°F 

Storage Temperature: -30°C to 60°C, -22°F to 140°F 

INSTALLATION & MOUNTING: 
Suspension or surface mounting options. 

CONTROLS & DIMMING: 
0-10V dimming comes standard.  
 

DLC Product ID:  

• LOC-4FTWA5-MW(30/40/50)MCCT(35/40/50) – S-PDPZRR (Direct Linear) 

• LOC-4FTWA10-MW(30/40/50)MCCT(35/40/50) – S-Z3H7C4 (Direct Linear) 
 

SIZE VOLTAGE QUANTITY 

4FT @120V 9 

4FT @277V 20 

 

LINKING TOGETHER: wire harness and end bracket required 

LOC-4FTWA10-MW(30/40/50)MCCT(35/40/50) 

LOC-4FTWA5-MW(30/40/50)MCCT(35/40/50) 

Suspension Kit 
(NOT included) 

Metal Joiner Bracket 
(NOT included) 

OPTIONAL ACCESSORIES: 

Emergency Driver 
LOC-EMDR-8W-AC 

Emergency Driver 
LOC-EMDR-18W-AC-C 

Emergency Driver 
LOC-EMDR-18W-AC-L 

Emergency Driver 
LOC-EMDR-16WLI-170SD 

Bluetooth PIR Sensor 
LOCACY-S-PIRS-BT-02-G2 

(requires use of app) 
 

PIR Sensor 
LOC-ACY-S-PIRS-02-G2 

 

Remote Control 
LOC-RC-WHITE-BT-G1 

 

Remote Control 
LOC-RC-WHITE-G1 

               

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

LED MULTI WATTAGE MULTI CCT 4 FOOT WRAP 

AROUND LIGHT BUILT-IN SENSOR BASE 



 
 

Phone: (844) LEDONE6 | Fax: 1-510-217-9461 | Web: www.ledonecorp.com 

 

MEASUREMENTS 

 

LED MULTI WATTAGE MULTI CCT 4 FOOT WRAP AROUND LIGHT 

 LOC-4FTWA5-MW(30/40/50)MCCT(35/40/50) 

WATTAGE 
SELECTABLE 

CCT SELECTABLE LUMENS EFFICACY VOLTAGE CRI POWER FACTOR THD REPLACES 

30W 3500K / 4000K / 5000K 3,487.5LM 116.25lm/W 120-277V 84 0.996 11.4%  

40W 3500K / 4000K / 5000K 4,650LM 116.25lm/W 120-277V 84 0.996 11.4%  

50W 3500K / 4000K / 5000K 5,812.5LM 116.25lm/W 120-277V 84 0.996 11.4%  

LOC-4FTWA10-MW(30/40/50)MCCT(35/40/50) 

WATTAGE 
SELECTABLE 

CCT SELECTABLE LUMENS EFFICACY VOLTAGE CRI POWER FACTOR THD REPLACES 

30W 3500K / 4000K / 5000K 3,651.9LM 121.73lm/W 120-277V 86 0.996 11.1%  

40W 3500K / 4000K / 5000K 4,869.2LM 121.73lm/W 120-277V 86 0.996 11.1%  

50W 3500K / 4000K / 5000K 6,086.5LM 121.73lm/W 120-277V 86 0.996 11.1%  

 

MODEL QTY 
NET 

WEIGHT 
MASTER CARTON SIZE 

GROSS 
WEIGHT 

PCS 
CTN 

UPC CODE 

LOC-4FTWA5-MW(30/40/50)MCCT(35/40/50) 1 3.86 lbs 48.9” x 12.68” x 9.65” 34.83 lbs 6 00810050947923 

LOC-4FTWA10-MW(30/40/50)MCCT(35/40/50) 1 6.48 lbs 48.9” x 21.5” x 7.95” 37.79 lbs 4 00810050947930 

 

LOC-4FTAWA5-MW(30/40/50)MCCT(35/40/50) 

LOC-4FTAWA10-MW(30/40/50)MCCT(35/40/50) 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 


