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LOC-#FTSWST-MCCT(30/40/50) Stairwell Strip Light Installation Guide 
WARNINGS: 

• Check if the product is in good condition before installation. 

• Consult a qualified electrician to ensure correct branch circuit conductor. This product must be installed by a licensed electrician 

strictly in accordance with local wiring rules. 

• Risk of Fire or Electric Shock: Installation of this fixture requires a person familiar with the construction and operation of the 

refrigeration system’s electrical system and the hazard involve. If not qualified, do not attempt installation. Contact a qualified 

electrician. 

• WARNING: To prevent wiring damage or abrasion, do not expose wiring to edges of sheet metal or other sharp objects. 

• The retrofit kit is accepted as a component of a refrigeration system where the suitability of the combination shall be determined 

by authorities having jurisdiction. 

• Suitable for wet locations. 

• WARNING: The light source of the fixture is not replaceable. When the light source reached the end of its life, the whole fixture 

must be replaced. 

• Please keep the installation guide for future reference. 

 

OPERATIONS MANUAL: 

• This fixture is designed for indoor use. 

• Do NOT touch the fixture body when the product is in use or within 10 minutes of removing power. 

• Do NOT install the product near heat sources. 

• After installation is completed and correct, the power can be switched on. 

• If there is a malfunction, please turn off the power immediately and contact the supplier. 

• The installation shall be carried out by a qualified electrician. The wiring has to be prepared with supplementary insulation before 

the fixture can be connected. When the input wire is connected into the terminal or the power supply, the connection must be 

double insulation.  

MULTI WATTAGE / MULTI COLOR TEMPERATURE: 

• Select desired wattage and color temperature.  

 

 

 

WIRING: 
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 INSTALLATION: Wall Mounting 

1. Turn off the power before installation. 

2. Remove the PC cover from the fixture. 

3. Use an electric screwdriver to remove the 2 screws from the light source fixing plate. 

4. Pry off the light source fixing plate. 

5. Drill 4 holes in the wall at the corresponding positions. 

6. Insert anchors into each hole and tap them into the wall. 

7. Screw in 4 screws into the wall. 

8. Hang the fixture on the screws, tighten the screws and secure them to prevent movement. 

9. Run the wiring. 

10. When installing the emergency fixture, you must connect the battery backup module to the emergency driver. 

11. Flip over the light source fixing plate, push it onto the brackets on both sides and secure it with screws. Install the PC cover. 

12. Turn the power on. 
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EMERGENCY BACK UP BATTERY: 

 


