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LED Solar Street Light A2 Series 
 
 
 
 
 
 
 
 

 
14W 

 

20W 

 
CONSTRUCTION: 
Metal Alloy Housing, Solar Panel, PC 
Lens 

OPTICAL SYSTEM: 
SMD LED chips. 120°beamangle. 

WARRANTY: 
3-year limited warranty. Actual 
performance may differ as a result of end- 
user environment and application. 

ELECTRICAL: 
-40°Cto 45°C, -40°F to 113°F 

INSTALLATION& MOUNTING: 
Round pole mounting/Bracket mounting/ 
Aluminum sleeve mounting 

CONTROLS& DIMMING: 

Microwave sensor 

• Charge Time: 6-8 hours (with 
enough strong shine) 

• Discharge Time: More than 12 hours 

FEATURES  

• 5,000K standard–Other CT 

available 

• IP65 rated 

• High efficiency single silicon 

solar panel 

• Pollution-free, noise-free 

• Environmentally friendly 

• Lithiumiron phosphate battery 

• Heat dissipation performance 

• Waterproof 

• 50,000 hours lifetime 
 

 

 SUITABLE APPLICATIONS  

• Street 

• Courtyard 

• Campus 

• Parking lots 

• Stadium 

• Roadway 

• Logistic Centers 

• Airports 

 
 
 
 

 

25W  

Highlight LED Single Silicon 

Solar Panel 

 

 
Lithium Iron 
Phosphate 
Battery 

 

   
Heat Dissipation 

Performance 
Waterproof Remote Control 

 

Model LOC-SSL-14W-A2 LOC-SSL-20W-A2 LOC-SSL-25W-A2 

Frontal Projected Area (m²) 0.3 0.4 0.5 

Drag Coefficient 1.6 1.6 1.6 

EPA (m²) 0.48 0.64 0.8 

Date:  Location:    

Product:    Project:   

Quantity:   Catalog #:     
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LED Solar Light A2 Family Series 
LOC-SSL-14W-A2 

WATTAGE SOLAR PANEL POWER LUMENS EFFICACY CCT RADIATION RANGE CRI 

14W 18V/40W 2,377LM 169.79LM/W 5,000K 40m2 70+ 

LOC-SSL-20W-A2 

WATTAGE SOLAR PANEL POWER LUMENS EFFICACY CCT RADIATION RANGE CRI 

20W 18V/50W 3,350LM 167.50LM/W 5,000K 60m2 70+ 

LOC-SSL-25W-A2 

WATTAGE SOLAR PANEL POWER LUMENS EFFICACY CCT RADIATION RANGE CRI 

25W 18V/70W 4,359LM 174.36LM/W 5,000K 80m2 70+ 

 

MEASUREMENTS  

 14W   20W  

 

DETAIL  
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WORKING MODE  
 

 



LED Solar Light A2 Family Series 

LUMINOUS INTENSITY DISTRIBUTION 
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 LOC-SSL-14W-A2  
 
 

 

DATA OF LAMP Imax(cd) 1226 S/MH(C0/180) 1.31 

MODEL 
 

EFFICIENCY(%) 100.0 S/MH(C90/270) 1.83 

NOMINAL POWER(W) 0 TOTAL FLUX(lm) 2376.7 Voltage(V) 12.00 

RATED VOLTAGE(V) 0 EFFICIENCY(lm/W) 169.8 Current(A) 0.860 

NOMINAL FLUX(lm) 2376.8  up(%) 0.0 Power(W) 14.00 

LAMPS QUANTITY 1  down(%) 100.0 Power Factor(PF) 1.000 

TEST VOLTAGE(V) 12.0 Effictive Flux(lm) 2272.7 EEI 0.084 

 
 

 

LUMINOUS INTENSITY DISTRIBUTION 
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-120 

 

 

 

 

-90 

 

-150 
1226 

 

981 

 

735 

 

490 

 

245 

 

0 

 

150 

 

 

 

 

 

120 

 

 

 

 

90 

 

981 

 

 

 

735 

 

490 
 

-60 
 

 

 

 

-30 

60 
UNIT:cd 

C0/180 60.0° 

C30/210 69.4° 

30 C60/240 106.3° 

0   C90/270 141.9° 

 

 

 

245 

AVERAGE BEAM ANGLE(50%):94.4 DEG 

 

 

0 

-90 -60 -30 0 30 60 90 

ANGLE(DEG) 

C0/180 60.0° 

C30/210 69.4° 

C60/240 106.3° 

C90/270 141.9° 

I
N
T
E
N
S
I
T
Y
(
c
d
)
 

http://www.ledonecorp.com/


LED Solar Light A2 Family Series 

LUMINOUS INTENSITY DISTRIBUTION 
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 LOC-SSL-20W-A2  
 
 
 
 

 

DATA OF LAMP Imax(cd) 1617 S/MH(C0/180) 1.81 

MODEL 
 

EFFICIENCY(%) 100.0 S/MH(C90/270) 1.36 

NOMINAL POWER(W) 
 

TOTAL FLUX(lm) 3350.3 Voltage(V) 14.00 

RATED VOLTAGE(V) 
 

EFFICIENCY(lm/W) 167.5 Current(A) 0.700 

NOMINAL FLUX(lm) 3350.4  up(%) 0.0 Power(W) 20.00 

LAMPS QUANTITY 1  down(%) 100.0 Power Factor(PF) 1.000 

TEST VOLTAGE(V) 14.0 Effictive Flux(lm) 3216.2 EEI 0.085 

 
 

 

LUMINOUS INTENSITY DISTRIBUTION 
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LUMINOUS INTENSITY DISTRIBUTION 
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LED Solar Light A2 Family Series 

LUMINOUS INTENSITY DISTRIBUTION 
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 LOC-SSL-25W-A2  
 
 

 

DATA OF LAMP Imax(cd) 3057 S/MH(C0/180) 1.49 

MODEL 
 

EFFICIENCY(%) 100.0 S/MH(C90/270) 1.88 

NOMINAL POWER(W) 0 TOTAL FLUX(lm) 4359.0 Voltage(V) 12.00 

RATED VOLTAGE(V) 0 EFFICIENCY(lm/W) 172.1 Current(A) 0.900 

NOMINAL FLUX(lm) 4359.0  up(%) 0.0 Power(W) 25.29 

LAMPS QUANTITY 1  down(%) 100.0 Power Factor(PF) 1.000 

TEST VOLTAGE(V) 12.0 Effictive Flux(lm) 4086.6 EEI 0.075 

 
 

 

LUMINOUS INTENSITY DISTRIBUTION 
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LUMINOUS INTENSITY DISTRIBUTION 
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MODEL QTY NETWEIGHT MASTER CARTON SIZE GROSS WEIGHT PCS CTN UPC CODE 

LOC-SSL-14W-A2 1 14.33lbs 16.54“x12.20“x17.32“ 16.53lbs 1 
 

LOC-SSL-20W-A2 1 19.84lbs 20.47“x14.57“x19.49“ 23.15lbs 1  

LOC-SSL-25W-A2 1 26.46lbs 25.59“x14.57“x10.63“ 30.86lbs 1 
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