
 
 

Phone: (844) LEDONE6 | Fax: 1-510-217-9461 | Web: www.ledonecorp.com 

 

FEATURES 

• Default Wattage is the 

highest wattage: 

o 4 inch – 13W 
o 6 inch – 19W/32W 

o 8 inch – 30W/42W 

o 10 inch – 38W 

• Default CCT: 5,000K 

o 2,700K 

o 3,000K 

o 3,500K 

o 4,000K 

o 5,000K 

• Wet location rated IP54 

• Instant on 

• No flicker 

• 50,000 hours lifetime 
 

 

 

SUITABLE APPLICATIONS 

• Hotel 

• Healthcare 

• Meeting room 

• Corridors 

• Hallways 

• Museums 

 

 

CONSTRUCTION: 
White Aluminum heat sink reflectors, green PC 
plastic driver box, optical PC diffuser. Aircraft 
design to support second drop protection. 

OPTICAL SYSTEM: 
SMD 2835 LED chips.3/5 level lumen selectable 
output by back dip-switch.  
4” & 6” Beam Angle: 90°  
8” & 10” Beam Angle: 95° 
 

WARRANTY:  
5-year limited warranty. Actual performance 
may differ as a result of end-user environment 
and application. 

ELECTRICAL: 
Available as 120V-277V input.   
Operating Temperature: -25°C to 40°C, -13°F to 
104°F 
 

INSTALLATION & MOUNTING: 
Use torsion spring clips in install in place. 
Suitable for retrofit or new construction. 

DIMMING: 
Tri-Mode: 0-10V, Triac and ELV dimming. 
Dim to off (0.7V), 10-100% dimming range. 

 

 

 
 

 

 

 

4” 
5.5W / 7W / 9W / 10W / 13W 

OPTIONAL ACCESSORY: 

Emergency Battery 
LOC-EMDR-25WHV 

 

CCT Selectable: 

• 2,700K 

• 3,000K 

• 3,500K 

• 4,000K 

• 5,000K 

LOC-#CDL Family Series 
LED Commercial Down Light 

Energy Star ID: 

• LOC-4CDL-MW13W5CCT - 4517330 

• LOC-6CDL-MW19W5CCT - 4517331 

• LOC-6CDL-MW32W5CCT-HO - 4517332 

• LOC-8CDL-MW30W5CCT - 4517333 

• LOC-8CDL-MW42W5CCT-HO - 4517334 

• LOC-10CDL-MW38W5CCT - 4517335 

Non-IC Rated: 

• 6” HO 

• 8” HO 

6” 
 8W / 10W / 13W / 15W / 19W 

6” HO  
20W / 23W / 27W / 29W / 32W 

 

8” 
16W / 20W / 23W / 27W / 30W 

8” HO 
23W / 25W / 28W / 32W / 42W 

 

10” 
20W / 24W / 28W / 32W / 38W 
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LOC-#CDL Family Series LED Commercial Light 

 

 

LOC-4CDL-MW13W5CCT 
WATTAGE 

SELECTABLE 
CCT SELECTABLE LUMENS EFFICACY 

POWER 
FACTOR 

CRI VOLTAGE THD REPLACES 

5.5W 2,700K/3,000K/3,500K/4,000K/5,000K 650LM 118.18lm/W 0.9 90 120V-277V 7.6%  

7W 2,700K/3,000K/3,500K/4,000K/5,000K 850LM 121.43lm/W 0.9 90 120V-277V 7.6%  

9W 2,700K/3,000K/3,500K/4,000K/5,000K 1,100LM 122.22lm/W 0.9 90 120V-277V 7.6%  

10W 2,700K/3,000K/3,500K/4,000K/5,000K 1,200LM 120lm/W 0.9 90 120V-277V 7.6%  

13W 2,700K/3,000K/3,500K/4,000K/5,000K 1,450LM 111.54lm/W 0.9 90 120V-277V 7.6%  

LOC-6CDL-MW19W5CCT 
WATTAGE 

SELECTABLE 
CCT LUMENS EFFICACY 

POWER 
FACTOR 

CRI VOLTAGE THD REPLACES 

8W 2,700K/3,000K/3,500K/4,000K/5,000K 1,000LM 125lm/W 0.9 90 120V-277V 5.56%  

10W 2,700K/3,000K/3,500K/4,000K/5,000K 1,200LM 120lm/W 0.9 90 120V-277V 5.56%  

13W 2,700K/3,000K/3,500K/4,000K/5,000K 1,500LM 115.38lm/W 0.9 90 120V-277V 5.56%  

15W 2,700K/3,000K/3,500K/4,000K/5,000K 1,750LM 116.67lm/W 0.9 90 120V-277V 5.56%  

19W 2,700K/3,000K/3,500K/4,000K/5,000K 2,000LM 105.26lm/W 0.9 90 120V-277V 5.56%  

LOC-6CDL-MW32W5CCT-HO (HIGH OUTPUT) 
WATTAGE 

SELECTABLE 
CCT LUMENS EFFICACY 

POWER 
FACTOR 

CRI VOLTAGE THD REPLACES 

20W 2,700K/3,000K/3,500K/4,000K/5,000K 2,500LM 125lm/W 0.9 90 120V-277V 6.2%  

23W 2,700K/3,000K/3,500K/4,000K/5,000K 3,000LM 130.43lm/W 0.9 90 120V-277V 6.2%  

27W 2,700K/3,000K/3,500K/4,000K/5,000K 3,300LM 122.22lm/W 0.9 90 120V-277V 6.2%  

29W 2,700K/3,000K/3,500K/4,000K/5,000K 3,600LM 124.14lm/W 0.9 90 120V-277V 6.2%  

32W 2,700K/3,000K/3,500K/4,000K/5,000K 4,000LM 125lm/W 0.9 90 120V-277V 6.2%  

LOC-8CDL-MW30W5CCT 
WATTAGE 

SELECTABLE 
CCT LUMENS EFFICACY 

POWER 
FACTOR 

CRI VOLTAGE THD REPLACES 

16W 2,700K/3,000K/3,500K/4,000K/5,000K 2,050LM 128.13lm/W 0.9 90 120V-277V 6.11%  

20W 2,700K/3,000K/3,500K/4,000K/5,000K 2,450LM 122.5lm/W 0.9 90 120V-277V 6.11%  

23W 2,700K/3,000K/3,500K/4,000K/5,000K 2,700LM 117.39lm/W 0.9 90 120V-277V 6.11%  

27W 2,700K/3,000K/3,500K/4,000K/5,000K 3,200LM 118.52lm/W 0.9 90 120V-277V 6.11%  

30W 2,700K/3,000K/3,500K/4,000K/5,000K 3,350LM 111.67lm/W 0.9 90 120V-277V 6.11%  

LOC-8CDL-MW42W5CCT-HO (HIGH OUTPUT) 
WATTAGE 

SELECTABLE 
CCT SELECTABLE LUMENS EFFICACY 

POWER 
FACTOR 

CRI VOLTAGE THD REPLACES 

23W 2,700K/3,000K/3,500K/4,000K/5,000K 3,000LM 130.43lm/W 0.9 90 120V-277V 5.8%  

25W 2,700K/3,000K/3,500K/4,000K/5,000K 3,300LM 132lm/W 0.9 90 120V-277V 5.8%  

28W 2,700K/3,000K/3,500K/4,000K/5,000K 3,700LM 132.14lm/W 0.9 90 120V-277V 5.8%  

32W 2,700K/3,000K/3,500K/4,000K/5,000K 4,150LM 129.69lm/W 0.9 90 120V-277V 5.8%  

42W 2,700K/3,000K/3,500K/4,000K/5,000K 5,000LM 119.04lm/W 0.9 90 120V-277V 5.8%  

LOC-10CDL-MW38W5CCT 
WATTAGE 

SELECTABLE 
CCT SELECTABLE LUMENS EFFICACY 

POWER 
FACTOR 

CRI VOLTAGE THD REPLACES 

20W 2,700K/3,000K/3,500K/4,000K/5,000K 2,550LM 127.5lm/W 0.9 90 120V-277V 7.8%  

24W 2,700K/3,000K/3,500K/4,000K/5,000K 2,850LM 118.75lm/W 0.9 90 120V-277V 7.8%  

28W 2,700K/3,000K/3,500K/4,000K/5,000K 3,200LM 114.29lm/W 0.9 90 120V-277V 7.8%  

32W 2,700K/3,000K/3,500K/4,000K/5,000K 3,600LM 112.5lm/W 0.9 90 120V-277V 7.8%  

38W 2,700K/3,000K/3,500K/4,000K/5,000K 4,150LM 109.21lm/W 0.9 90 120V-277V 7.8%  
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MEASUREMENTS 

 
LOC-4CDL-MW13W5CCT LOC-6CDL-MW19W5CCT or LOC-6CDL-MW32W5CCT-HO 

MODEL QTY 
NET 

WEIGHT 
MASTER CARTON SIZE 

GROSS 
WEIGHT 

PCS 
CTN 

UPC CODE 

LOC-4CDL-MW13W5CCT 1 5.99lbs 14.88” x 7.6” x 15.55” 9.11lbs 6 00810050949149 

LOC-6CDL-MW19W5CCT 1 7.98lbs 19.76” x 10.04” x 16.89” 12.46lbs 6 00810050949156 

LOC-6CDL-MW32W5CCT-HO 1 7.98lbs 19.76” x 10.04” x 16.89” 12.46lbs 6 00810050949163 

LOC-8CDL-MW30W5CCT 1 9.96lbs 23.07” x 11.69” x 18.07” 15.98lbs 6 00810050949170 

LOC-8CDL-MW42W5CCT-HO 1 9.96lbs 23.07” x 11.69” x 18.07” 15.98lbs 6 00810050949187 

LOC-10CDL-MW38W5CCT 1 11.24lbs 25.67” x 12.99” x 15.98” 15.98lbs 6 00810050949194 

 

LOC-#CDL Family Series LED Commercial Light 

 

 

 

LOC-10CDL-MW38W5CCT LOC-8CDL-MW30W5CCT or LOC-8CDL-MW42W5CCT-HO 

 


