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LOC-#CDL-MW##5CCT 4” / 6” / 8” / 10” Series Installation Guide 

SAFETY INSTRUCTIONS: Read instructions carefully before attempting to install fixture. 

• Fixture must be wired in accordance with the National Electrical Code and all applicable local codes.  

• Proper grounding is required for safety. 

• This product must be installed in accordance with the applicable installations code by a person familiar with the construction 

and operation of the product and the hazards involved. 

CAUTION: Risk of fire 

• Risk of electrical shock! Disconnect power before installing or servicing. 

• No user serviceable parts inside. To avoid electrical shock, do NOT disassemble the product. 

• WARNING: Risk of fire or electric shock, installation requires knowledge of luminaires electrical systems. If not qualified, do 

NOT attempt installation. Contact a qualified electrician. 

• WARNING: Only install this fixture in areas that have the construction features and dimensions shown in the drawings below 

and where the input rating of the retrofit kit does not exceed the input rating of the fixture. 

• WARNING: To reduce the risk of death, personal injury or property damage from fire, electric shock, failing parts, 

cuts/abrasions, and other hazards, read all warnings and instructions. 

• Do NOT make or alter any open holes in an enclosure of wiring or electrical components during kit installation.  

• WARNING: To prevent wiring damage or abrasion, do NOT expose wiring to edges of sheet metal or other sharp objects. 

• Installers should NOT disconnect existing wires from lamp holder terminals to make new components at lamp holder 

terminals. Instead, installers should cut existing lamp holder leads away from the lamp holder and make new electrical 

connections to the lamp holder lead wires by employing applicable connectors. 

• Installers should not disconnect existing wires from lamp holder terminals to make new connections at lamp holder 

terminals. Instead, installers should cut existing lamp holder leads away from the lamp holder and make new electrical 

connections to the lamp holder wires by using applicable connectors. 

• This fixture is accepted as a component of a luminaire where the suitability of the combination shall be determined by 

authorities having jurisdiction. Product must be installed by a qualified electrician in accordance with the applicable and 

appropriate electrical codes. The installation guide does not supersede local national regulations for electrical installation.  

• Caution: Risk of fire! Consult a qualified electrician to ensure the correct branch circuit conductor. 

CLEANING & MAINTENANCE: 

CAUTION: Be sure the fixture temperature is cool enough to touch. Do NOT clean or maintain while the fixture is energized. 

1. Clean frosted polystyrene lens and fixture with non-abrasive cleaning solution. 

2. Do NOT open fixture to clean the LEDs. Do NOT touch the LEDs. 

Note: These instructions do not cover all details or variation in equipment, nor do they provide for every possible situation during installation, 

operation or maintenance. 
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Selecting Wattage and Color Temperature: 

• Please select the desired wattage and color temperature on the back of the fixture. You will slide the switch to 

the desired output. The left side controls the wattage, and the right side controls the CCT. 
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RETROFIT INSTALLATION: 

1. Make sure the power is turned OFF at the source to the location in which you are installing the product.  

2. Remove the old housing for lamp. 

3. Measure the ceiling opening to ensure that the edge of the fixture will cover the entire opening and still sit firmly 

in the ceiling.  

4. Select desired wattage and CCT by adjusting with the switch slides on the back of the fixture. 

5. Attach the carabiner safety clip to the existing fixture housing.  

6. Insert the lamp conduit into the J-box and wire according to the wiring diagram. Re-attach the J-box cover when 

complete. 

7. Squeeze the two housing clips so that they are in an upright position and then insert the lamp into the housing.  

8. Push until the trim sits flush against the ceiling.  

9. Restore power at the source and the installation is complete. 

 

 

 

 

 

NEW CONSTRUCTION INSTALLATION: 

1. Make sure the power is turned OFF at the source to the location in which you are installing the product.  

2. Create ceiling opening to ensure that the edge of the fixture will cover the entire opening and still sit firmly in the 

ceiling.  

3. Select desired wattage and CCT by adjusting with the switch slides on the back of the fixture. 

4. Attach the carabiner safety clip to the existing fixture housing.  

5. Insert the lamp conduit into the J-box and wire according to the wiring diagram. Re-attach the J-box cover when 

complete. 

6. Squeeze the two housing clips so that they are in an upright position and then insert the lamp into the housing.  

7. Push until the trim sits flush against the ceiling.  

Restore power at the source and the installation is complete. 
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WIRING: 

 

 

 

 

 

 

 

 

 

 

 


