
LOC-ASSL Family Series
LED Solar Street Light
A  B R I G H T E R  T O M O R R O W
Fully solar-powered street lighting. No trenching, no cabling, no grid power.

Date: Project: Catalog #: 

No wires.
No grid power.
The LOC-ASSL is a fully self-contained solar
street light: monocrystalline panel, LiFePO4
battery, and Philips Lumileds 5050 optics in one
weatherproof housing. Microwave motion
sensing with timer dimming manages output
from sunset to sunrise.

40W–80W Up to 16,010 lm

100% Off-Grid Solar

LOC-ASSL-40W LOC-ASSL-60W LOC-ASSL-80W

BUILT FOR THE STREET, POWERED BY THE SUN

All-in-one solar design
Panel, battery, and LED module in a single

cage; mounts directly to a pole with an

adjustable 0°–90° tilt.

Quality storage & panels
LiFePO4 batteries provide energy reserves

for sunless days; monocrystalline silicon

panels; sizing based on 6 hours of charging.

Smart night management
Microwave & timer dimming with

microprocessor sunrise/sunset detection;

five-stage and motion-sensor modes;

MPPT/PWM controller option.

High luminous efficiency
Up to 206 lm/W from Philips Lumileds 5050

LEDs. 5,000K standard (4,000K special

order); CRI 70.

Weatherproof build
IP66 & IK08 rated; corrosion-resistant

aluminum alloy cage with stainless-steel

components; excellent heat dissipation.

Long service life
50,000-hour rated lifetime and a 5-year

limited warranty.

SUITABLE APPLICATIONS

Streets / Roadway / Private roads Pathway / Sidewalk / Ramp Logistic centers

Airports Parks Farms

Campus Military bases Ship docks

IP66 & IK08 rated — corrosion and rust proof
Battery & panel: LiFePO4 lithium battery · monocrystalline silicon photovoltaic panels ·
no DLC/ETL/TAA claims in source

Operating temperature
Charge: 0°C to 60°C (32°F to 140°F)
Discharge: −20°C to 60°C (−4°F to 140°F)
Storage: −20°C to 60°C (−4°F to 140°F)
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Lumens per fixture · honest legacy equivalents

Qty. 1 per master carton · 1 pc per carton

Performance & Ordering Data
LOC-ASSL Family Series · LED Solar Street Light · 5000K · 100% solar powered

LOC-ASSL Family

MODEL WATTAGE SOLAR
PANEL BATTERY LUMENS EFFICACY CCT CRI TYPICAL REPLACEMENT

LOC-ASSL-40W 40W 55W / 18V 12.8V / 24AH 8,240 lm 206 lm/W 5000K 70 150W HID · 100W Old LED (80 lm/W)

LOC-ASSL-60W 60W 75W / 18V 12.8V / 30AH 12,180 lm 203 lm/W 5000K 70 200W HID · 150W Old LED (80 lm/W)

LOC-ASSL-80W 80W 105W / 36V 25.6V / 24AH 16,010 lm 200 lm/W 5000K 70 320W HID · 200W Old LED (80 lm/W)

Smart working modes

Standard motion-sensor mode: first 2 hrs 30% → 100% on
motion · next 3 hrs 20% → 60% · next 4 hrs 10% → 30% ·
last 3 hrs 20% → 70%. A regular MPPT five-stage timer
mode is also available — each stage’s time and dim level
settable on site.

BUG rating
MODEL BUG

LOC-ASSL-
40W B2-U0-G2

LOC-ASSL-
60W B2-U0-G2

LOC-ASSL-
80W B3-U0-G3

EPA (ft²) by tilt angle
ANGLE 40W 60W 80W

0° 0.31 0.36 0.53
5° 0.33 0.44 0.61

10° 0.67 0.88 1.21

15° 0.99 1.31 1.80
20° 1.31 1.74 2.38
25° 1.62 2.14 2.94
30° 1.92 2.54 3.47

Optional accessories

DC charger
12.8V / 25.6V

Remote control
LOC-RC-BLK-ORG

Special order: black finish · 4,000K CCT. Easy
installation on pole — no cables or rectifiers to
buy.

Fixture dimensions

LOC-ASSL-40W: 37.72 × 14.57 × 11.30 in

LOC-ASSL-60W & 80W: 50.00 × 14.57 × 11.30 in

Recommended mounting & spacing

Per source diagram: 40W → 12–30 m spacing · 60W → 18–
40 m · 80W → 21–45 m. Verify pole height and spacing with
site photometrics.

Ordering information

MODEL QTY. NET WEIGHT MASTER CARTON SIZE GROSS
WEIGHT GTIN-14 UPC CODE

LOC-ASSL-40W 1 34.83 lbs 42.72” × 18.11” × 8.27” 41.89 lbs 00810050949903

LOC-ASSL-60W 1 39.02 lbs 54.92” × 18.11” × 8.27” 46.52 lbs 00810050949910

LOC-ASSL-80W* 1 54.01 lbs 50.98” × 25.2” × 8.27” 64.82 lbs 00810050949927

*Source labels this carton row “LOC-ASSL-60W”; listed here as the 80W carton per weight/UPC sequence — confirm with factory. Warranty: 5-year limited
warranty. Performance may vary with environment and application. Specifications subject to change without notice.
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