
LOC-FGLHB LED Linear High Bay
with Built-in Sensor Base — Family Series
Selectable output, washdown-ready housing, sensor-ready control.

A  B R I G H T E R  T O M O R R O W

Date: Project: Catalog #:

High-bay power.
Sensor-ready control.
Selectable 80W–300W and 3500K / 4000K / 5000K

delivering up to 47,526 lm at 162.7 lm/W. IP69K (1500 PSI

hose spray) and NSF rated for food, splash, and non-food

zones — with a built-in sensor base and standard 0-10V

dimming. Defaults: 150W / 300W at 5000K.

80W–300W Up to 47,526 lm IP69K

LOC-FGLHB-MW(80/120/150)MCCT(35/40/50) LOC-FGLHB-MW(200/250/300)MCCT(35/40/50)

BUILT FOR DEMANDING HIGH BAYS

Selectable output

80/120/150W or 200/250/300W field-

selectable; CCT 3500K / 4000K / 5000K.

Built-in sensor base

Accepts microwave, PIR, or Bluetooth

sensors; remote control compatible.

Washdown ready

IP69K rated (1500 PSI hose spray); white

aluminum housing.

Food-safe

NSF rated for Food Zone, Splash Zone, and

Non-Food Zone.

Quality light

Lumileds SMD 2835 chips, 90° beam, Type V

diffuser, CRI 83.

Long service life

50,000-hour rated lifetime and a 5-year

limited warranty.

SUITABLE APPLICATIONS

Warehouses Factories Supermarkets

Logistic Centers Exhibition Halls

DLC Premium Listed — qualifies for utility rebates

ETL Intertek Listed · NSF Rated
120-347V · -40°C to 65°C

OneLink by LED
One
NLC Qualified System
— Bluetooth-capable.
Verify on DLC QPL

Bluetooth sensor options: add an
optional PIR or microwave Bluetooth
sensor (app-compatible) to join the
OneLink by LED One networked lighting
controls system.

Sync and control your light
network through the app:

• Apple App Store (iOS)
• Google Play Store (Android)

Download on the app:

LED One Corporation · Phone: (844) LEDONE6 | Fax: 1-510-217-9461 | Web: www.ledonecorp.com 01 / 02

https://designlights.org/mydlc/
https://designlights.org/mydlc/
https://designlights.org/mydlc/
https://designlights.org/mydlc/
https://designlights.org/mydlc/
https://designlights.org/mydlc/
https://designlights.org/mydlc/


Selectable wattage · Selectable CCT · 162.72 lm/W

Selectable wattage · Selectable CCT · 158.42 lm/W

Performance & Ordering Data
LOC-FGLHB Family Series · 3500K / 4000K / 5000K · 120-347V

LOC-FGLHB-MW(80/120/150)MCCT(35/40/50) 

WATTAGE
CCT
SELECTABLE

LUMENS EFFICACY
POWER
FACTOR

CRI VOLTAGE THD TYPICAL REPLACEMENT

80W
3500K / 4000K /

5000K
13,017.6 lm

162.72 lm/
W

0.9 83 120-347V 15% 235W HID / 165W Old LED (80 lm/W)

120W
3500K / 4000K /

5000K
19,526.4 lm

162.72 lm/
W

0.9 83 120-347V 15% 355W HID / 245W Old LED (80 lm/W)

150W
3500K / 4000K /

5000K
24,408 lm

162.72 lm/
W

0.9 83 120-347V 15% 445W HID / 305W Old LED (80 lm/W)

LOC-FGLHB-MW(200/250/300)MCCT(35/40/50) 

WATTAGE
CCT
SELECTABLE

LUMENS EFFICACY
POWER
FACTOR

CRI VOLTAGE THD TYPICAL REPLACEMENT

200W
3500K / 4000K /

5000K
31,684 lm

158.42 lm/
W

0.9 83 120-347V 15% 575W HID / 395W Old LED (80 lm/W)

250W
3500K / 4000K /

5000K
39,605 lm

158.42 lm/
W

0.9 83 120-347V 15% 720W HID / 495W Old LED (80 lm/W)

300W
3500K / 4000K /

5000K
47,526 lm

158.42 lm/
W

0.9 83 120-347V 15% 865W HID / 595W Old LED (80 lm/W)

Fixture dimensions

13.78″ × 16.77″
350 × 426 mm ·

80/120/150W

14.76″ × 24.21″
375 × 615 mm ·

200/250/300W

2.44″
62 mm depth

Mounting & temperatures
Hanging chain mounting

0-10V dimming comes standard

-40°C to 65°C without sensor or emergency supply

-30°C to 60°C with motion sensor

0°C to 60°C with emergency power supply

Optional accessories

Remote
Control

LOC-

RC-

WHITE-

G1

Microwave
Sensor

LOC-ACY-

S-

MWS-01-

G1

Microwave
Bluetooth

Sensor

LOC-ACY-

S-MWS-

BT-01-G1

PIR
Sensor

LOC-

ACY-S-

PIRS-01-

G1

PIR
Bluetooth

Sensor

LOC-

ACY-S-

PIRS-

BT-01-G1

Ordering information

MODEL QTY. NET WT. MASTER CARTON GROSS WT.
PCS/
CTN

UPC CODE

LOC-FGLHB-
MW(80/120/150)MCCT(35/40/50)

1 10.58 lb 17.72″ × 14.57″ × 3.94″ 12.79 lb 1 00810050948005

LOC-FGLHB-
MW(200/250/300)MCCT(35/40/50)

1 16.09 lb 25.39″ × 15.75″ × 3.94″ 18.74 lb 1 00810050948012

DLC Product IDs
LOC-FGLHB-MW(80/120/150)MCCT(35/40/50) – S-HH3TVL
LOC-FGLHB-MW(200/250/300)MCCT(35/40/50) – S-VW71R8

Certifications
DLC Premium Listed · ETL Intertek Listed · NSF Rated · IP69K

Warranty: 5-year limited warranty. Actual performance may differ as a result of end-user environment and application. Specifications are subject to
change without notice.

• 

• 

• 

• 

• 
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